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electronic report shall be coordinated
with the permitting authority. The
electronic report(s) shall be submitted
no later than 30 days after the end of
the calendar quarter and shall be ac-
companied by a certification statement
from the owner or operator, indicating
whether compliance with the applica-
ble emission standards and minimum
data requirements of this subpart was
achieved during the reporting period.
Before submitting reports in the elec-
tronic format, the owner or operator
shall coordinate with the permitting
authority to obtain their agreement to
submit reports in this alternative for-
mat.

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51820, 51825, Dec. 18, 1989; 60 FR 28062, May
30, 1995; 61 FR 14031, Mar. 29, 1996; 62 FR 52641,
Oct. 8, 1997; 63 FR 49455, Sept. 16, 1998; 64 FR
7464, Feb. 12, 1999]

Subpart Dc—Standards of Per-
formance for Small Industrial-
Commercial-Institutional
Steam Generating Units

SOURCE: 55 FR 37683, Sept. 12, 1990, unless
otherwise noted.

§ 60.40c Applicability and delegation of
authority.

(a) Except as provided in paragraph
(d) of this section, the affected facility
to which this subpart applies is each
steam generating unit for which con-
struction, modification, or reconstruc-
tion is commenced after June 9, 1989
and that has a maximum design heat
input capacity of 29 megawatts (MW)
(100 million Btu per hour (Btu/hr)) or
less, but greater than or equal to 2.9
MW (10 million Btu/hr).

(b) In delegating implementation and
enforcement authority to a State
under section 111(c) of the Clean Air
Act, § 60.48c(a)(4) shall be retained by
the Administrator and not transferred
to a State.

(c) Steam generating units which
meet the applicability requirements in
paragraph (a) of this section are not
subject to the sulfur dioxide (SO2) or
particulate matter (PM) emission lim-
its, performance testing requirements,
or monitoring requirements under this
subpart (§§ 60.42c, 60.43c, 60.44c, 60.45c,

60.46c, or 60.47c) during periods of com-
bustion research, as defined in § 60.41c.

(d) Any temporary change to an ex-
isting steam generating unit for the
purpose of conducting combustion re-
search is not considered a modification
under § 60.14.

[55 FR 37683, Sept. 12, 1990, as amended at 61
FR 20736, May 8, 1996]

§ 60.41c Definitions.
As used in this subpart, all terms not

defined herein shall have the meaning
given them in the Clean Air Act and in
subpart A of this part.

Annual capacity factor means the
ratio between the actual heat input to
a steam generating unit from an indi-
vidual fuel or combination of fuels dur-
ing a period of 12 consecutive calendar
months and the potential heat input to
the steam generating unit from all
fuels had the steam ch a separate
source (such as a stationary gas tur-
bine, internal combustion engine, or
kiln) provides exhaust gas to a steam
generating unit.

Coal means all solid fuels classified
as anthracite, bituminous, subbitu-
minous, or lignite by the American So-
ciety for Testing and Materials in
ASTM D388–77, ‘‘Standard Specifica-
tion for Classification of Coals by
Rank’’ (incorporated by reference—see
§ 60.17); coal refuse; and petroleum
coke. Synthetic fuels derived from coal
for the purpose of creating useful heat,
including but not limited to solvent-re-
fined coal, gasified coal, coal-oil mix-
tures, and coal-water mixtures, are in-
cluded in this definition for the pur-
poses of this subpart.

Coal refuse means any by-product of
coal mining or coal cleaning operations
with an ash content greater than 50
percent (by weight) and a heating value
less than 13,900 kilojoules per kilogram
(kJ/kg) (6,000 Btu per pound (Btu/lb) on
a dry basis.

Cogeneration steam generating unit
means a steam generating unit that si-
multaneously produces both electrical
(or mechanical) and thermal energy
from the same primary energy source.

Combined cycle system means a system
in which a separate source (such as a
stationary gas turbine, internal com-
bustion engine, or kiln) provides ex-
haust gas to a steam generating unit.
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